The lightest crane with

Gapacity @

the most capacity for the Crane Model — {(l::;aclty 60° ar;':l reach Length v‘;f;g;'t
reach in a Class 5 truck. (1bs)
. Auto Crane 43,000 7,000 2,245
Engineered for the Way You Work HC-8x 53,000 8,000 2,895 30.0° 1,870
Auto Crane’s HC-8x hydraulic crane is
engineered specifically for Class 5 and 6 .
mechanic’s trucks and equipped with the Competitor A 52,000 7,500 2,360 30.0' 2,400
industry's leading, truly proportional truck-
mounted crane control technology—NexStar™.
Competitor B 47,000 7,500 2,650 30.5' 1,850
Key Specifications
Weight: 1,8701b (848 kg) ’ 38,000 2,530
Competitor C t 7,500 e 30.0° 2,100
Single Line Speed: 60 ft/min (18.3 m/min) i 44,840 2,985
Extended Boom Length: 30’ (9.14 m) S
Boom Elevation Range: -12"to +75 Competitor D 49'1’30 gl 8,000 2,570 29.1' 2,150
Boom Rotation: 450" non-continuous
Competitor E 45,100 7,000 2,800 24.0' 1,700
HC-8x Load Chart
31 gy * Only in “suppliment” mode for 30 seconds
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Note: All capacities shown in lbs.
Weight of load handling devices
are part of the load and must be
deducted from the capacity.

AUTO
CRANE'

Engineered First.
Engineered to Last.

Auto Crane® is a brand of Auto Crane Company, a whelly owned subsidiary of Ramsey industries, Inc.

Engineered to be the best, Auto Crane is itted to the ongoing imy of its products.
Auto Crane reserves the right to make changes to cur products without notice.
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