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Some optional equipment shown.

e Patented Low Profile Design
e Deck Height Above Sub-frame
e Bed Lengths from 207%2’-22’
e Excellent Load Angle

e Superior Center of Gravity
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Standard Features Carrier Specifications

» Platform Available in Aluminum or Steel ¢ 6 Key Slot Package (Alum.) Load Rating s s L e 12,000 Ibs.
* Floor Level Sides with Stake Pockets (Steel) » Slide Pads Platform Length. . .. . PERRRRTRRe 20.5',21',21.5', 22
» Hollow Structural Side Rails (Alum.) * Bed Anti-tilt Lockout Platform Floorplate Thickness. .............. ene
« Right and Left Chain Trays « Roller Bed Positive Lock-down ~ Platform Width Outside). . ................ Tals
« Safety Chains (2 front, 2 rear) « Two Lift Cylinders Platform Wu:llth (I3 [) e 96.5" to 101
* Painted in Black Acrylic Enamel (Steel) * One Extension Cylinder EIS D MG . et o e
, 3 v i - ; y Platform Crossmembers (Steel) . . 2" x 2" Cor-ten Tube
* Left & Right Side llluminated (IlonFroIs * Manual Shift Winch Clutch Platform Crossmembers (Alum) - . - . . .. ... ... 2 1/4"
* Federal Standard #108 LED Lighting Release Crossmember Spacing (Steel) . . ... .... 8" On Center
* 8,000-Ib. Hydraulic Winch w/50' Cable » Back-Up Lights & Alarm Crossmember Spacing (Alum) . .. ...... 4" On Center
* Full Function Wheel Lift System * Cable Tensioner Subframe Rails .......... 5" x 3" x 5/16" H.S. Tube
¢ Slide-In L-Arms With Anti-Theft Storage * Cable Roller Guide Rear BIVGTE, . e iy 1 Piece 112" Diameter
» Pre-Wired Electrical Junction Box * Tow Light Socket Winch (istlayen. ............ooenn. 8,000-Ib. Worm
. Adjusta_b[a Rear Stabhilizer * Mud F|aps Cable_ ..... O G E R e 3 f&: i)
* Bed Built 102" Wide * Hydraulic Pump S:g E'“tcy'!"disl_‘ ‘d- S e 35“ : ‘1‘2-0-‘?&80':9
= = <L Xtension Lylinaer. . ........ A X roKe
S B eiot Rackage (Sieel : I;Jvlir;c;lgi?:sﬁttlngs L Wheel Lift Reach (Extended). . ................. 66"
i Wheel Lift Rating (Extended). ............. 4,000 Ibs.
Optlonal Features BIENIRATING v v wimincn v e watt 10,000 Ibs.
* Frame-Mounted Pylon * 8,000-Ib. Planetary Winch Deck Height Above
{Req. 6" or 12" Additional CA depending on size of pylonbase)  * Bed-Mounted Cab Protector Chassis Frame .......... 6.75" Steel / 7.75" Wood
1 i 2 * Platform rating is based on equally distributed load.
* Color c:n Top of Deck & Side Banls (Steel) * Galvanized Subframe + Inside Bed Widths will vary based on Siderail Option.
* Vulcan's Extreme Angle® Option (Steel) * 6 Key Slot Package (Alum.) . :
« SST® Option « Additional Key Slots Chassis Recommendations
* Smooth Floor in lieu of Tread Plate (Steel) e Auto-Grip™ Il Wheel Lift Fuel tanks must be under the cab. Fuel tanks
« Solid Tube Side Rails (Steel, N/C) « Wood Floor* can extend up to 6 inches behind the cab only in
+ Steel Removable Tube Rails * Rumber Flooring combination win 31 =ik, Bl 1
* Aluminum Removable Blade Rails = PTO Thu L ﬂ_" BtiEev Bo I i
e . e preiel ocation for the ery X IS unger the
® _W’ireeaas _Wlnc:.h Ramme = * Switch Panel. . passenger seat or under the cab, battery boxes in
. S‘leglteriwnlnum Tool Q_prnpsrtments * Emergency Lighting other locations may require relocation.
: VWOfk__ : y‘ntschajfﬁzagl Pylon or W;T_ch-Mounted) . \’('.7\..‘&'::1tunp‘:l S-Way Fc’)lvctt & Other Misimum Erarie Length Behing
SO S A aeSomD 108 'heel Retainer Options Center:of REarAKIB L <s sz siessists s s s oo 36"
* Combination Dock Stabilizer / Wheel Lift * Side-Mount Winch Minimum Frame Height .. .................... 33"
* Hydraulic Stabilizer w/ Extendable Pintle *Not available with Extreme Angle® or Maximum Frame Height. . . ..........oooinunn. 38"
SST® Option Wheel & Tire Size* .........c.c0vvnn 245/70R 19.5"
255/70R 22.5"
The LCG™ carrier is not compatible with chassis that I'\Gal\r??NJErame HBM (EachFlali) -19,500 Ib“seéozgé%cﬁ!ﬁ;
” m have inboard mtd—ship fuel tanks such as the Ford 550 Min: Cab to Axle {Cleart} ........ !
® and Dodge 5500. e - S S s S 132"
4 ’ 2 e e S A= o R I e AT RO 138"
Air-bag rear suspensions are recommended for the lowest possible load angle but the o155 . . . ... 144"
LCG" carrier can be mounted on some chassis with leaf spring suspensions. Most chassis e I T 150"
components behind the cab outside the frame must be at least 2 inches below the top of the ®, ini I 1D Betieeri i Inekis of the Fost oe la reilto.
truck frame to clear the bed slide rails. 1The outside frame rails of the chassis extending behind the
ab must be free of fuel tanks, air tanks, exhaust stacks, etc.
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MOTE: All ratings are based on structural factors only, not vehicle capacities or capabilities.
pecifications shown are approximations and may vary depending on chassis selected. Platform rating is

based on an equally distributed load. Actual payload carrying capacity is ined by the curb weight of the

chassis and equipment and should not exceed the GVWR of the chassis. Miller Industries Towing Equipment Inc. reserves

the right to change or modify product and or specifications without notice or cbligation. Some equipment shown is optional.
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