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Buyers Part Number: 8894134

34 Inch LED Traffic Advisor/Strobe/Flood Light

Ultra low profile design, 50 flash patterns, 16 traffic arrows, and a bright flood light. Rated
SAEJ595 Class 1.

Combines an SAE J595 Class 1 strobe, a traffic
advisor with 16 different arrows, and a bright
flood light into a single versatile fixture.

CA13 certified.

Strobe function features 50 flash patterns.

Rated IP67 for dust and water resistance with
rust proof extruded aluminum housing.

Ultra low profile design with included rear and
angled mounts is perfect for a wide variety of
applications.

Includes 25 ft wire cable for easy installation.

Backed with a 5 year warranty.

Specifications

Amp draw at 12 Volts 7.5 A California Title 13 True
Color Amber/Clear Depth 33.7"
Hard Wired or Plug Hard Wired Height 1.25"
Housing Material Aluminum IP Rating IP67
Lead Length 25" Lens Material Polycarbonate

Lens Shape Rectangular Mounts Included Rear and
angled
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Specifications continued:

Number of Flash Patterns 50 Number of Wires 6
Operating Temperature -30 - 149°F Overall Width 2.1"

SAE Classification SAE J595
Class 1 Traffic Adviser?

Yes - 16
different
arrows

Type of Plug Push-in
Connectors Voltage 12 VDC

Wattage 72 W Shipping Weight 5.5 lb


