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Mounting
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aprobaciones
homologations

dB(A)

Decibels
decibeles
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GETTING THE JOB DONE

SAFELY

At ECCO we appreciate just how dangerous quarrying and mining is and we're not talking about working underground, with explosives or using huge drilling,
excavating and crushing equipment, we're just talking about the inherent danger of operating and working around the huge mobile equipment that is
commonplace on mine sites.

Mining equipment typically operates 24 hours a day, 365 days a year, through all kinds of weather and in some of the most extreme environments on earth. Dark
conditions and constant exposure to heat, cold, dust, dirt, moisture and severe vibration requires that only the most durable, high-performance safety and warning
equipment will hold up in this application. The sheer size of many types of mining equipment also poses its unique challenges, driver visibility all around the
vehicle can be extremely limited with many smaller service vehicles and personnel moving around in close proximity.

ECCO offers an extensive line of safety solutions that are ideally suited to all kinds of mining equipment and vehicles. High intensity LED warning lights signal the
hazard of an approaching piece of equipment to ground personnel while our range of heavy-duty worklamps ensure that even in the lowest visibility operators
can see clearly what they are doing, minimizing the risk of personal injury. Finally ECCOs reversing safety solutions include back-up alarms to warn of reversing
vehicles while our camera systems assist drivers in avoiding blind spot obstacles.

Read on to learn about specially selected, high-output, heavy-
duty products that are ideal for use on mining equipment.

Continde leyendo para informarse sobre productos de trabajo pesado y alto rendimiento especialmente seleccionados
que resultan ideales para uso en equipamiento de mineria.

Lisez la suite pour en savoir plus sur les produits robustes a haut rendement, spécialement sélectionnés, qui convien-
nent parfaitement a une utilisation sur les équipements miniers.




WARNING
LIGHTS

LUCES DE ADVERTENCIA | ECLAIRAGE D’AVERTISSEMENT

Lightbar mounting kit options available at www.eccoesg.com
Kit de montaje de la barras de luces opciones disponible en www.eccoesg.com
Barres lumineuses montage options des kits disponibles a www.eccoesg.com

Recommended installation location options | Opciones de ubicacion de instalacion recomendada | Options d’emplacement dinstallation recommandées




MINING
SOLUTIONS

Lightbars

# 12-00005-E Vantage™
Cc Amber (OPTIONAL - EZ0006)
T 16 LEDs, 2 WL, 2 AL, 2 STT

V 12-24

A 11.0

& SAE J845 Class |, Cal. Title 13, CE, R10

® 3 Year

faas g EAA | Aok % aal

# 12-00006-E Vantage™
C Amber (OPTIONAL - EZ0006)
T 16 LEDs, 2 WL, 2 AL, 2 STT

V 12-24

A 11.0
0}
®

SAE J845 Class I, Cal. Title 13, CE, R10
3 Year

AVAILABLE COLORS (12 & 14 SERIES)
Amber, Blue, Clear, Green & Red

N /w

Custom configurations available | Disponibilidad de configuraciones adaptables | Configurations personnalisées

Directional LEDs

# ED3777A Solid- or split-color
C Amber

V 12-24

A 18

X 2 Bolt

& SAE J595 Class I, R10

® 3 Year

AVAILABLE COLORS (ep3777)
Amber, Blue, Green, Red & White
4 /w4 |

n/ A /A N

SynChPUn ization Capable | Capacidad de sincronizacion | Capacité de synchronisation
Where applicable, change A in part number to available color | En los casos aplicables, cambio de A en el nimero de parte pz

# 14-00001-E Axios®
C Amber

T 12 LEDs, 2 WL, 2 AL

Vv 12-24

A 144

{4 SAE J845 Class |, Cal. Title 13, R65, R10
® 5 Year

W # 14-00005-E Axios®
C Amber
T 8LEDs
V 12-24
A 7.2
4 SAE J845 Class |, Cal. Title 13, R65, R10
® 5 Year
sponible
# 3510A # 3811A
C Amber C Amber
V 12-24 5V 12-24
A 0.75 A 0.4
¥ 2 Bolt X 2 Bolt
& SAE J595 Class |, Cal. & SAE J595 Class |, CE, R10
Title 13, CE, R10 ® 3 Year
® 5 Year

AVAILABLE COLORS (3510)
Amber, Blue, Clear, Green & Red

N /w

AVAILABLE COLORS (3811 & 3861)
Amber, Blue, Clear & Red

(4 )

or disponible.| Le cas échéant, remplacer le A dans un numéro de piece par la couleur disp

# 3861A

C Amber

V 12-24

A 04

¥ Grommet

4 SAE J595 Class |, CE, R10
® 3 Year



S60° WARNING

ADVERTENCIA EN 360° | AVERTISSEMENT DE 360°

Recommended installation location options | Opciones de ubicacion de instalacion recomendada | Options d’emplacement dinstallation recommandées




MINING
SOLUTIONS

Beacons

# 7975A / 7980A # EB7930A / EB7935A
T Severe Vibration T Severe Vibration

C Amber C Amber

V 12-24 V 12-48

A 36 A 13

X 3 Bolt/ 1" Pipe X 3 Bolt/ 1" Pipe

{ SAE J845 Class |, CE, R10 4 SAE J845 Class Il, CE, R10
® 2 Year O 2 Year

AVAILABLE COLORS (7900, EB7900, 7660 SERIES)
Amber, Blue, Clear, Green & Red

VN /e

)

# 7160A Reflex® # EB7185A pual-color

C Amber C Amber

Vv 12-24 Vv 12-24

A 2.0 A 8.6

X 3 Bolt/ 1" Pipe X3 Bolt/ 1" Pipe

& SAE J845 Class |, Cal. Title 13, & SAE J845 Class I, Cal. Title 13,

CE, R10, IP66, RoHS R10, IP55, AMECA

® 5 Year ®3 Year

AVAILABLE COLORS AVAILABLE COLORS

Amber, Blue, Clear, Green & Red érwbir&CIgar//CAImbegAcrlnbe/r,CI -
ear/Amper/Clear ear/Clear/Clear

4 /i /] | e/

CA models = clear lens / amber illumination CAA models = clear lens / amber illumination

Modelos CA = lente transparente / iluminacién ambar Modelos CAA = \Pm_u transparente / \'\umina(i(m ambar

Modeéles CA = lentille claire/illumination ambrée Modéles CAA = lentille claire/illumination ambrée

CC models = clear lens / clear illumination CAC models = clear lens / amber and clear illumination

Modelos CC = lente transparente / iluminacion clara Modelos CAC = lente transparente / iluminacién ambar y clara

Modéles CC = lentille claire/illumination claire Modéles CAC = lentille claire/illumination ambrée et claire

Where applicable, change A in part number to available color | En los casos aplicables, cambio de A en el nimero de parte para el colol

# 7660A RotoLED™

& SAE J845 Class |, CE, R10, IP67
Cal. Title 13 (A & CA only), RoHS

CCC models = clear lens / clear illumination
Modelos CCC = lente transparente / iluminacion clara
Modéles CCC = lentille claire/illumination claire

CAB models = clear lens / amber and blue illumination
CAB models = lente transparente / iluminacion ambar y azul
CAB models = lentille claire/illumination ambrée et bleu

# 7960A Pulse™

C Amber

V 12-24

A 3.7

X 3 Bolt/ 1" Pipe

 SAE J845 Class |, CE, R10,
IP56, RoHS

O 5 Year

AVAILABLE COLORS
Amber, Blue, Clear & Red

e /-

CAG models = clear lens / amber and green illumination ) X )
CAG models = lente transparente / iluminacién dambar y verde Mu|t|p|e Lens He|qht5 Available
p

CAG models = lentille claire/illumination ambrée et vert

s un numéro de piéce par la couleur disponible

Minibars

o T

A

# 5585A Reflex®

T 15"

C Amber

V 12-24

A 5.1

X 4 Bolt

4 SAE J845 Class |, CE, R10, IP65, RoHS
® 3 Year

AVAILABLE COLORS
Amber, Blue, Clear, Green, Red & Amber/Clear
(MG models amber illumination only)

4 /uw J /A W

A

# 5580A Reflex®

T 157

C Amber

V 1224

A 27

X 4Bolt

& SAE J845 Class Il, CE, R10, IP65, RoHS
® 3 Year

AVAILABLE COLORS
Amber

[/

Vacuum-Magnet Mounts Available
Disponibilidad de soportes con iman o vacio
Support a aimant sous vide

Disponibilidad de mdltiples alturas de lentes
Plusieurs hauteurs d'objectifs



WHITE
LIGHTING

ILUMINACION BLANCA | ECLAIRAGE BLANC

At ECCO, we measure our lumen output to endure
the most accurate reading of the “actual” lumen count. The
lumens found on the next page are “measured”raw and effective.

[ESPANOL] En ECCO, medimos nuestra salida de limenes para soportar la lectura mas
precisa del conteo “real” de limenes.Los limenes que se encuentran en la siguiente
pagina se “miden” en bruto y con eficacia. [FRANCAIS] Chez ECCO, nous mesurons notre
rendement lumen de maniére a tolérer la lecture la plus exacte du compte lumen

« actuel ». Les lumens trouvés sur la page suivante sont « mesurés » bruts et actuels.

Recommended installation location options | Opciones de ubicacion de instalacion recomendada | Options d’emplacement dinstallation recommandées




MINING
SOLUTIONS

V 12-24

A 53

L 4950 Raw, 3600 Effective
# Flood

o IP69K

® 3 Year

V 12-24

A53

L 5100 Raw, 3600 Effective
& Spot

@ IP69K

® 3 Year

V 12-24

A48

L 5000 Raw, 4500 Effective
2 Flood

® 2 Year

V 12-24

A27

L 3000 Raw, 2600 Effective
»Flood

@CE

® 3 Year

Additional utility bar lengths & configurations available

V 12-24

A 27

L 3100 Raw, 2700 Rffective
& Spot

o CE

® 3 Year

V 12-24

A19

L 2200 Raw, 1700 Effective
2 Spot

® 3 Year

V 12-24

A48

L 5100 Raw, 4500 Effective
& Spot

® 2 Year

V 12-24

A 26

L 2000 Raw, 1600 Effective
» Flood

& CE, R10, IP67

® 3 Year

#
C /
V 12-24

L 650 Raw, 600 Effective (clear)
& Flood
® 1 Year

T 14" Double Row

V 12-24

A 93

L 6700 Raw, 4800 Effective
# Flood / Spot Combo

o 1P67, R10

® 3 Year



REVERSING
SAFETY

SEGURIDAD EN MARCHA ATRAS | SECURITE DE RECUL

Recommended installation location options | Opciones de ubicacion de instalacion recomendada | Options d’emplacement dinstallation recommandées




MINING
SOLUTIONS

Back-Up Alarms

# #
VvV 12-36 T Smart
dg(a) 107 V 12-24
A 1.2 dB(a) 82-107
¥ 2 Bolt A 03
4 SAE J994 Type B, CE, ¥ 2 Bolt
R10, UL, AMECA < CE, R10, UL, IP64
® ECCOLIFE™ ® ECCOLIFE™

#
'I‘ -
V 12-24

de(a) 97/107/112 Switchable

A 038

X 2Bolt

< SAE J994 Type A, B, C, CE, R10, IP66
® 2 Year

Multi-Frequency Alarms

#

T Smart, MFA

v 12-24

as) 77-97

A 0.7

¥ 2 Bolt

& SAE J994 Type F,
CE, R10

@® ECCOLIFE™

#
v

12-36

dea) 112

A
%
o}

®

<= I

o
2
>

/%>

Y
S <%

© Q%>

1.3
2 Bolt

#

T Smart
v 12-24
ds(a) 82-107

A 03

SAE J994 Type A, CE, ¥ 2 Bolt

R10, UL, AMECA
ECCOLIFE™

Smart

12-24
97-112

0.6

2 Bolt

CE, R10, IP66
2 Year

Smart, MFA
12-24

87-107

0.9

2 Bolt

SAE J994 Type F,
CE, R10, IP66
ECCOLIFE™

& CE, R10, UL, IP64
® ECCOLIFE™

#

T MFA
vV 12-24
dea) 107
A 0.8
X 2Bolt

& SAE J994 Type B
CE, R10, AMECA, IP66

® ECCOLIFE™

Camera Systems

5.6" LCD color system
Touchscreen menu control
CMOS 11 LED infrared camera
3 camera expandable

7" LCD color system

Quad view, split screen

CMOS 11 LED infrared camera
4 camera expandable

1"



Distributed by:

%

833 West Diamond Street, Boise, Idaho 83705
(800) 635-5900 | sales@eccolink.com | www.eccoesg.com

An ECCO SAFETY GROUP™ Company




