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INDUSTRIAL PROTECTIVE APPAREL
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Provides crucial protection 
against spills and splatters 
from acid, fats and oils.

Durable machine washable 
industrial quality denim 
aprons provide lasting 
protection.

PVC provides excellent 
protection against oil, 
grease, water, alkalis, 
most acids, chemicals and 
animal fats. 

Excellent protection against 
oil, grease, water, alkalis, 
most acids, chemicals and 
animal fats.

FEATURES: 
• 14oz or 18oz Hycar
• Reinforced hemmed edges
• Heavy duty grommets with 
   side ties

OPTIONS:
• Heavy use Hycar belly patch

HYCAR 14oz.		
HB14 - Black	
NY14 - Yellow	
HW14 - White	

HYCAR 18oz		
HB18 - Black	
NY18 - Yellow	
HW18 - White	

FEATURES: 
• High quality virgin vinyl (PVC)
• PVC reinforced neck and side 
   grommets for adjustable ties
• Special sizes available 
   upon request

12 mil	
P6512

FEATURES: 
• 10oz rugged blue denim
• Continuously sewn denim loop 
   neck and waist tie for comfort
• Large center front pocket on 
  1 pocket model
• Two lower outside patch pockets 
   included in 3 pocket model
• Machine washable
• 30”W x 36”L provides 
   excellent frontal protection

3 Pockets
BD60-3

1 Pocket
BD60-1

FEATURES: 
• High quality virgin vinyl (PVC)
• Matching material for neck 
   strap and waist tie
• Special sizes available   
   upon request

8 mil
PNS6508

HYCAR APRONS

P-SERIES APRON

PNS SERIES APRON

BLUE DENIM SHOP 
APRONS

•

•

•

O
P

TIO
N

A
L C

O
LO

R
S

Comfortable interlocking construction 
keeps legs protected behind leg flaps.

SPLIT LEG 
TRUCKER’S APRON

High quality protection designed for 
Electronics, Medical, Laboratory, Chemical 
& Food Processing applications.

FEATURES: 
• 8mil PVC with hemmed edges for durability
• Elastic cuffs and convenient waste tie
• Static dissipating materials

CA-08

SIZES:
S (48” L) M (54” L) L (56” L) XL (62” L) *2XL (65” L)
*2XL Is a custom made garment.

SPLASH 
PROTECTION 
COAT APRON

3 color logo for stationary

Pantone 478 C Black Pantone 165 C

165 Coated 17%

Pantone 478 C 100%

Pantone 478 C 65%

•

•

FEATURES: 
• 10oz cotton heavy duty material 
   available in 2 colors
• Pencil and bib pockets for easy 
   tool access
• 2 large waist pockets
• Each leg has two spring 
   snap leg ties for security 
   and comfort

ODT - Olive Drab
BDT - Blue Denim
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PAINTER’S SPRAY HOOD

Ideal for automotive finishing and general contractors.

FEATURES: 
• 100% Cotton knit
• Stratch cotton fits snugly &   
   comfortably over the user’s head
• Opening in face provides use 
   with respirators, mask and/or 
   goggles
• One size fits all

PC-4

KEVLAR SLEEVES

Provides resistance from minor heat and burn injuries, as 
well as abrasions and cuts protection. Ideal for Automotive, 
metal and glass industries. Offers great dexterity.

FEATURES: 
• Constructed of 2 ply, tubular 
   knit kevlar
• Custom lengths available 

KS (Sleeve only)
KST (W/ thumb hole)

PVC SLEEVES

Protects against oil, grease, water, alkalis, most 
acids, chemicals and animal fats.

FEATURES: 
• Heavy duty 8mil thickness
• 18” length
• Elastic cuffs at each end

P1808

BLUE DENIM SLEEVES

Protects against abrasives, snags and scrapes 
from sharp objects.

FEATURES: 
• Heavy duty durable 10oz denim
• 18” length
• Elastic cuffs at each end
• Custom lengths available 

BDS-18

Provides a high level of cut resistance. Ideal for meat  
packaging, food processing assembly and manufacturing.

FEATURES: 
• Constructed of 2 ply, double 
   layered nylon cane mesh
• Adjustable velcro closure
• Custom lengths available 

CMS-7 (7” L)
CMS-8 (8” L)
CMS-9 (9” L)

CANE MESH SLEEVES

3 color logo for stationary

Pantone 478 C Black Pantone 165 C

165 Coated 17%

Pantone 478 C 100%

Pantone 478 C 65%
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TOTAL DEFENSE KEVLAR ARM GAURD

FEATURES: 
• ANSI/ISEA 
   Puncture Resistance: Level 5
   & Cut Resistance: Level 4
• Abrasion Resistant
• Heat Resistant
• Hook & Loop Closure
• Washable INDUSTRIAL

PROTECTIVE APPAREL

3 color logo for stationary

Pantone 478 C Black Pantone 165 C

165 Coated 17%

Pantone 478 C 100%

Pantone 478 C 65%

Ideal for Rebar, Metal Fabrication, Construction, 
Automotive Assembly, Glass Handling, and Tubular 
Steel Manufacturing.

KHS-11


