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1
WARRANTY

YEAR

EC7000-QK Gemineye™
7” Quad View LCD Color System

The 7” LCD high-resolution color monitor
included with this system features split screen,
quad view capability. Excellent picture quality
is assured even in low-light conditions using
ECCO’s standard color infrared camera. The flat,
widescreen monitor allows unobtrusive mounting
with a large, easily viewable screen area.
Expandable up to 4 cameras.

FEATURES & BENEFITS

• Quad view, split screen   

• CMOS 11 LED infrared camera      

• Four camera expandable   

EC7000-QM

COMPONENTS  

EC2014-C

internal controller

color  

voltage  

power consumption (W)

audio  

day / night light sensor

dimensions 

weight  

temperature (Fº)

screen size 

quad view

mirror image 

remote control

sunshade  

max cameras

4 pin camera connection

Yes

Yes

12-24

6.4

Yes

Yes

8.4” x 6” x 2.8”

1.8 lbs

-4 to +158

7.0”

Yes

Yes

Yes

Yes

4

Yes

EC7000-QM

PYC-EC7000-QM     Wire Harness
EZ7000-QM     DVR Connection Cable

ACCESSORIES & REPLACEMENT PARTS

color

power consumption (W)

microphone  

day / night light sensor

dimensions 

weight  

temperature (Fº) 

lens angle

lens size 

infrared LEDs

4 pin camera connection

Yes

3.0

Yes

Yes

2.87” x 2.99” x 2.60”

0.74 lbs

-22 to +158

120º

1/3”

11

Yes
(threaded connection)

EC2014-C

ECTC20-4 (20m/65’)

EXPANSION OPTIONS  

Any current ECCO camera

ECTC5-4 (5m/16’), ECTC10-4 (10m/32’),
ECTC20-4 (20m/65’)

EC7000-QK Gemineye™
7” Quad View LCD Color System

IP69K

camera 
only

camera 
only

camera 
only
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Selectable record out (DVR connection)

Audio out (DVR connection)

ECTC5-4
ECTC10-4
ECTC20-4

Power

Front Camera - Optional trigger wire

Split Camera View - Optional trigger wire

Default reversing camera, optional trigger wire

Left Camera - Optional trigger wire

Right Camera - Optional trigger wire

21 Pin

EC7000-QM
MONITOR

Left Camera

Front Camera

Reversing Camera

Right Camera

Live video out (DVR connection)

Aux audio input

3A Fuse

Use EZ7000-QM to connect to DVR

PCY-EC7000-QM

Ground

WIRING GUIDE

21 Pin

EZ7000-QM (DVR connection)

To DVR

Video out (User choice)

Audio out

To DVR

or


